CROSS SECTION

PREPARED ROOFING

DORS MAY BE OMITTED IN WARM CLIMATES

2 X 4 STUDS 32 O.C.

2 X 4 RAFTERS 32 O.C.

2 X 6 SOFFIT

WIRE OR SLOTS

REMOVABLE CLEANOUT PANELS

2 X 4 TIES 8 O.C.

2 X 4 FLOOR

WIRE OR SLOTS

WEST ELEVATION

WIRE OR SLOTS FOR CLIMATES

DOORS FOR WARM CLIMATES

NOTE: ALL WOOD IN CONTACT WITH EARTH SHOULD BE TREATED WITH PRESERVATIVE

PLAN

24'-0"

SOLID BOARDING AT ENDS

REMOVABLE WIRE OR SLOTS PANELS

WIRE OR SLOTS UNDER ROOSTS

POLES OR 2 X 4 ROOSTS

2 X 4 ROOST SUPPORT

2 X 4 TIE AT SILL

REMOVABLE FLOOR UNITS

WIRE OR SLOTS

FLOOR

POLES OR 2 X 4 ROOSTS

2 X 4 TIE AT SILL

REMOVABLE ROOST SUPPORTS

WIRE OR SLOTS UNDER ROOSTS

HINGED DOORS FOR COLD CLIMATES

SOLID BOARDING AT ENDS

24'-0"

5'-8"

24'-0"

5'-8"

24'-0"

5'-8"