Perspective

Notes:
- Board type insulation to be applied to rafters before placing corrugated metal roofing.
- Metal gutter and downspout on south side of roof.

Side Elevation

Note:
- Footings to bear on firm base below frost line.

Front Elevation

Roll curtain

See corner detail

2 x 6 pressure treated at ground.

Corner detail

Not to scale

Cutting List

A. 4" x 12'-0" poles pressure treated.
B. 4" x 10'-0" poles
C. 2 x 6 x 15'-0"
D. 2 x 6 x 24'-0" on end bays.
E. 2 x 6 x 14'-0" on intermediate bays.
F. 2 x 2 x 12" corr. metal.
G. 2 x 6 x 4'-0".
H. 1/8 x 9" bolts.

Cooperative Extension Work in Agriculture and Home Economics

United States Department of Agriculture Cooperating

Hog House for Boars

Miss. '75 6207 Sheet 1 of 2

Based on: Miss. State Univ. Plan No. 6074-A
Hinges
Not to Scale

**NOTE:**
If steel pipe is used, use heavy strap with 1/4" dia. L pin welded to post.

GATE DETAIL

SECTION "A-A"

SECTION "B-B"

**NOTE:**
Consult local health and building code authorities before starting construction.

Scale: 1/8"=1'-0" unless otherwise noted.