FLOOR PLAN
SCALE: 1/4" = 1'-0"

SEED CLEANING INSTALLATION
N.D. PLAN

PLANS PREPARED BY
Jan. '68 N.D. 78248-9

GRAN STORAGE BINS
CONCRETE DRIVE
FLOOR LEVEL BINS...16' HIGH
BIN CAPACITY...170 BUSHEL

6 BINS...CLEAN SEED
INDENT CLEARING ABOVE FLOOR LEVEL BINS
SIEVE TYPE CLEARING ABOVE FLOOR BINS
4 BINS...CLEAN SEED
SMALL DRYING BINS

SEE SHEET 2 FOR LONGITUDINAL VIEW
OFFICE SPACE PROVIDED ABOVE OVERHEAD BINS

OVERHEAD BINS...CAPACITY...70 B.
OVERHEAD BINS...CAPACITY...10 B.

FLOOR LEVEL BINS...CAPACITY...110 B.

SEED TREATMENT LEAN-TO
CROSS SECTION VIEW SHOWING LOCATION OF CLEANING EQUIPMENT AND STORAGE BINS

LONGITUDINAL VIEW
SCALE: 1" = 1'-0"
PLYWOOD DOORS HINGED AT THIS POINT

2x4 STUDS 10'-0"

2x6 RAKERS 16'-0"

1x6 2x6 FRAMING

5/8" PLYWOOD DOOR

5/8" PLYWOOD DOOR

1x6 FRAMING

1x6 FRAMING

15x8 15/16" SQUARE HINGE AS SHOWN

1/2" ROD

HOLD ROD TO IRON DOOR

1/8" SHEET IRON

CLEAN-OUT DOOR

6" SHEET IRON

CLEAN-OUT DOOR

FRONT VIEW OF CLEAN-OUT DOORS

PLAN VIEW OF CLEAN-OUT DOORS

SEED CLEANING INSTALLATION

N.O. PLAN

PLANS PREPARED BY
NOSU EXTENSION AGR. ENG. DEPT.

Jan 48 N.O. TEE 485 SHEET 7 OF 8